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shall respond to control from the cab of
the controlling locomotive. If a dy-
namic brake or regenerative brake sys-
tem is in use, that portion of the sys-
tem in use shall respond to control
from the cab of the controlling loco-
motive.

§ 229.14 Non-MU control cab loco-
motives.

On each non-MU control cab loco-
motive, only those components added
to the passenger car that enable it to
serve as a lead locomotive, control the
locomotive actually providing tractive
power, and otherwise control the move-
ment of the train, are subject to this
part.

§ 229.17 Accident reports.
(a) In the case of an accident due to

a failure from any cause of a loco-
motive or any part or appurtenance of
a locomotive, or a person coming in
contact with an electrically energized
part or appurtenance, that results in
serious injury or death of one or more
persons, the carrier operating the loco-
motive shall immediately report the
accident by toll free telephone, Area
Code 800–424–0201. The report shall
state the nature of the accident, num-
ber of persons killed or seriously in-
jured, the place at which it occurred,
the location at which the locomotive
or the affected parts may be inspected
by the FRA, and the name, title and
phone number of the person making
the call. The locomotive or the part or
parts affected by the accident shall be
preserved intact by the carrier until
after the FRA inspection.

(b) Written confirmation of the oral
report required by paragraph (a) of this
section shall be immediately mailed to
the Federal Railroad Administration,
RRS–25, Washington, DC 20590, and con-
tain a detailed description of the acci-
dent, including to the extent known,
the causes and the number of persons
killed and injured. The written report
required by this paragraph is in addi-
tion to the reporting requirements of
49 CFR part 225.

§ 229.19 Prior waivers.
All waivers of every form and type

from any requirement of any order or
regulation implementing the Loco-

motive Inspection Act, applicable to
one or more locomotives except those
propelled by steam power, shall lapse
on August 31, 1980, unless a copy of the
grant of waiver is filed prior to that
date with the Office of Safety (RRS–23),
Federal Railroad Administration,
Washington, DC 20590.

Subpart B—Inspections and Tests
§ 229.21 Daily inspection.

(a) Except for MU locomotives, each
locomotive in use shall be inspected at
least once during each calendar day. A
written report of the inspection shall
be made. This report shall contain the
name of the carrier; the initials and
number of the locomotive; the place,
date and time of the inspection; a de-
scription of the non-complying condi-
tions disclosed by the inspection; and
the signature of the employee making
the inspection. Except as provided in
§ 229.9, any conditions that constitute
non-compliance with any requirement
of this part shall be repaired before the
locomotive is used. A notation shall be
made on the report indicating the na-
ture of the repairs that have been
made. The person making the repairs
shall sign the report. The report shall
be filed and retained for at least 92
days in the office of the carrier at the
terminal at which the locomotive is
cared for. A record shall be maintained
on each locomotive showing the place,
date and time of the previous inspec-
tion.

(b) Each MU locomotive in use shall
be inspected at least once during each
calendar day and a written report of
the inspection shall be made. This re-
port may be part of a single master re-
port covering an entire group of MU’s.
If any non-complying conditions are
found, a separate, individual report
shall be made containing the name of
the carrier; the initials and number of
the locomotive; the place, date, and
time of the inspection; the non-com-
plying conditions found; and the signa-
ture of the inspector. Except as pro-
vided in § 229.9, any conditions that
constitute non-compliance with any re-
quirement of this part shall be repaired
before the locomotive is used. A nota-
tion shall be made on the report indi-
cating the nature of the repairs that
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have been made. The person making
the repairs shall sign the report. The
report shall be filed in the office of the
carrier at the place where the inspec-
tion is made or at one central location
and retained for at least 92 days.

(c) Each carrier shall designate quali-
fied persons to make the inspections
required by this section.

[45 FR 21109, Mar. 31, 1980, as amended at 50
FR 6953, Feb. 19, 1985]

§ 229.23 Periodic inspection: General.

(a) Each locomotive and steam gener-
ator shall be inspected at each periodic
inspection to determine whether it
complies with this part. Except as pro-
vided in § 229.9, all non-complying con-
ditions shall be repaired before the lo-
comotive or the steam generator is
used. Except as provided in § 229.33, the
interval between any two periodic in-
spections may not exceed 92 days. Peri-
odic inspections shall only be made
where adequate facilities are available.
At each periodic inspection, a loco-
motive shall be positioned so that a
person may safely inspect the entire
underneath portion of the locomotive.

(b) The periodic inspection of the
steam generator may be postponed in-
definitely if the water suction pipe to
the water pump and the leads to the
main switch (steam generator switch)
are disconnected, and the train line
shut-off-valve is wired closed or a blind
gasket applied. However, the steam
generator shall be so inspected before
it is returned to use.

(c) After April 30, 1980, each new loco-
motive shall receive an initial periodic
inspection before it is used. Except as
provided in § 229.33, each locomotive in
use on or before April 30, 1980, shall re-
ceive an initial periodic inspection
within 92 days of the last 30-day inspec-
tion performed under the prior rules (49
CFR 230.331 and 230.451). At the initial
periodic inspection, the date and place
of the last tests performed that are the
equivalent of the tests required by
§§ 229.27, 229.29, and 229.31 shall be en-
tered on Form FRA F 6180–49A. These
dates shall determine when the tests
first become due under §§ 229.27, 229.29,
and 229.31. Out of use credit may be
carried over from Form FRA F 6180–49
and entered on Form FRA F 6180–49A.

(d) Each periodic inspection shall be
recorded on Form FRA F 6180–49A. The
form shall be signed by the person con-
ducting the inspection and certified by
that person’s supervisor that the work
was done. The form shall be displayed
under a transparent cover in a con-
spicuous place in the cab of each loco-
motive.

(e) At the first periodic inspection in
each calendar year the carrier shall re-
move from each locomotive Form FRA
F 6180–49A covering the previous cal-
endar year. If a locomotive does not re-
ceive its first periodic inspection in a
calendar year before April 2 because it
is out of use, the form shall be prompt-
ly replaced. The Form FRA F 6180–49A
covering the preceding year for each
locomotive, in or out of use, shall be
signed by the railroad official respon-
sible for the locomotive and filed as re-
quired in § 229.23(f). The date and place
of the last periodic inspection and the
date and place of the last test per-
formed under §§ 229.27, 229.29, and 229.31
shall be transferred to the replacement
Form FRA F 6180–49A.

(f) The mechanical officer of each
railroad who is in charge of a loco-
motive shall maintain in his office a
secondary record of the information re-
ported on Form FRA F 6180–49A under
this part. The secondary record shall
be retained until Form FRA F 6180–49A
has been removed from the locomotive
and filed in the railroad office of the
mechanical officer in charge of the lo-
comotive. If the Form FRA F 6180–49A
removed from the locomotive is not
clearly legible, the secondary record
shall be retained until the Form FRA F
6180–49A for the succeeding year is
filed. The Form F 6180–49A removed
from a locomotive shall be retained
until the Form FRA F 6180–49A for the
succeeding year is filed.

[45 FR 21109, Mar. 31, 1980, as amended at 45
FR 39852, June 12, 1980; 50 FR 6953, Feb. 19,
1985]

§ 229.25 Tests: Every periodic inspec-
tion.

Each periodic inspection shall in-
clude the following:

(a) All mechanical gauges used by the
engineer to aid in the control or brak-
ing of the train or locomotive, except
load meters used in conjunction with
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